Claim 13 (twice-amended): 



A temporary posting pressure sensitive adhesive-coated 
postable sticke r, said postable sticker being capable of being 
temporarily attached to an application surface, comprising: 

a sheet of opaque flexible material , said sheet having a 
perimeter defined bv two parallel side edges/a top edge and a 
bottom edge, said sheet having at least one/first area and at 
least one second area; said first area being/located immediately 
adjacent to fan] said top e dge of said fstickerl perimeter and 
extending from one of said parallel side/edges to the other of 
said parallel side edges and being at least partially coated with 
a pressure sensitive [an] adhesive coating; said second area 
being located immediately adiacent/to said first area and being 
substantially free from said adhesive coating and providing a 
memo writing space; said adhesive coating being of a 
temporary adhesion nature sudd that when said sticker is 
attached to and subsequently peeled off said application 
surface, said pressure sensitive adhesive coating remains on 
said first area of said sticker/and said application surface 
suffers no damage; [and,] / 

at least one weakened rear line, selected from the group 
consisting of pre-slit cut lines, perforated lines and 
microperforated lines, wherein said weakened tear line being 
of such a shape and location that it substantially separates said 
at least one first area from said at least one second area and 
wherein said weakened tear line providing a low tear strength 
that directs an initia/ tear, started at one of the parallel side 
edges of said perimeter [sticker] . to propagate along its path by 
offering lower resistance to tear against an applied tear force; 
and / 

said temporary posting pressure sensitive adhesive-coated 
postable sticker /being directly stacked, in perfect perimeter 
registration, onfo a plurality of identical stickers, directly 
stacked in perfect perimeter registration upon one another, 
without having any protecting means, release liners or spacers 
between said/postable sticker and said plurality of identical 
stickers nor /between the successive layers of said plurality of 
identical stickers. 

Claim 14 (twice-amended): 



3 



A temporary posting pressure sensitive atlhesive-coated 
postable sticke r, said postable sticker being capable of being 
temporarily attached to an application/surface, comprising: 

a sheet of opaque flexible material , said sheet having a 
perimeter defined by two parallel fide edges, a top edge and a 
bottom edge, said sheet having at^ least one first area and at 
least one second area; said first area being located immediately 
adjacent to fan] said top e dge of iaid fstickerl perimeter and 
extending from one of said parallel side edges to the other of 
said parallel side edges a nd bfong at least partially coated with 
a pressure sensitive [an] adhesive coating; said second area 
being located immediately adjacent to said first area and being 
substantially free from said/adhesive coating and providing a 
memo writing space; said adhesive coating being of a 
temporary adhesion nature such that when said sticker is 
attached to and subsequentiy peeled off said application 
surface, said pressure sensitive a dhesive coating remains on 
said first area of said stacker and said application surface 
suffers no damage; [and,] 

at least one weakened tear line, selected from the group 
consisting of pre-slit cut lines, perforated lines and 
microperf orated lines, wherein said weakened tear line 
[originates within] extends from said [at least one first area] top 
edge to said bottorn edge [and ends within said at least one 
second area] and wherein said weakened tear line providing a 
low tear strength/ that directs an initial tear, started at either 
end of said weakened tear line, to propagate along the path of 
said weakened tear line by offering lower resistance to tear 
against an applied tear force[.1 :and 

said temporary posting pressure sensitive adhesive-coated 
postable sticker being directly stacked, in perfect perimeter 
registration, 6nto a plurality of identical stickers, directly 
stacked in perfect perimeter registration upon one another, 
without having any protecting means, release liners or spacers 
between saifd postable sticker and said plurality of identical 
stickers nof between the successive layers of said plurality of 
identical stickers. 

Claim 15 (twice-amended): 
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A temporary posting pressure sensitive adhes-ive-coated 
postable sticker , said postable sticker being/ Capable of being 
temporarily attached to an application surface, comprising: 

a sheet of opaque flexible material /said sheet having a 
perimeter defined bv two parallel side edges, a top edge and a 
bottom edge, said sheet having atjeast one first area and at 
least one second area; said first area being located immediately 
adjacent to ranl said top edge of^aid fstickerl perimeter and 
extending from one of said parallel side edges to the other of 
said parallel side edges and being at least partially coated with 
a pressure sensitive [an] adhesive coating; said second area 
being located immediatelv/adiacent to said first area and being 
substantially free from sa/d adhesive coating and providing a 
memo writing space; said adhesive coating being of a 
temporary adhesion nature such that when said sticker is 
attached to and subsequently peeled off said application 
surface, said pressure; sensitive adhesive coating remains on 
said first area of sai^ sticker and said application surface 
suffers no damage; /and,] 

at least one weakened tear line, selected from the group 
consisting of pre-slit cut lines, perforated lines and 
microperforated/lines, wherein said weakened tear line extends 
from one of said parallel side edges to the other of said parallel 
side edges andA s located, in its entirety, within said at least one 
second area aild wherein said weakened tear line providing a 
low tear strength that directs an initial tear, started at either 
end of said weakened tear line, to propagate along the path of 
said weakened tear line [path] by offering lower resistance to 
tear against an applied tear force M : and 

said temporary posting pressure sensitive adhesive-coated 
postable sticker being directly stacked, in perfect perimeter 
registration, onto a plurality of identical stickers, directly 
stacked in perfect perimeter registration upon one another, 
without having any protecting means, release liners or spacers 
between/ said postable sticker and said plurality of identical 
stickers/nor between the successive layers of said plurality of 
identical stickers. 



5. All of the above amendments to the claims have basis in the 
drawings as filed and/or in other segments in the description and do 
not add any new matter. 



